




Standard 26-Bit Wiegand Format

Custom 35-Bit Wiegand Format
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Max Relay rating = 2A @ 24VDC
  NOTE: A separate power supply is required for the door strike  



Max Relay rating = 2A @ 24VDC
  



Max Relay rating = 2A @ 24VDC
  Device can supply 500mA@12V
NOTE: This connection diagram is valid for TOUCH 2 and SENSE 2 only  

DAC Connections (Device Powers Door Strike)
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1. Proper finger placement is crucial for good enrollment score and faster authentication. 
2. Place your finger straight on the sensor as shown below, while covering the sensor with the top 
    third of your finger as shown on the previous page. 

Finger Placement Best Practices

CorrectIncorrect



MYCRO SENSE 2 TOUCH 2

1. The location of the card reader on Invixium devices depends on the product model.
2. For MYCRO and SENSE 2, the card reader is located above the sensor cavity, while for TOUCH 2 
    the card reader is located below the sensor cavity.
3. See below for the correct card placement while using the MYCRO, SENSE 2 and TOUCH 2.

Card Placement



Software Installation

1  Go to www.invixium.com >> IXM WEB >> Get IXM WEB.
 
2  Follow the instructions on the screen. Enter your details and click submit. You will then be sent  
    an email with the latest IXM WEB package.
 
3  Extract the compressed file and run IXM WEB.exe. Invixium recommends 
    selecting Install for easier installation.
 
4  When installation is complete, click Exit



INGUIDE
This is a Quick Start Guide. For a detailed guide please refer 
the Invixium Installation Guide.

Enjoy the Experience.


